J2 PET Felt Rectangle Horizontal Cloud

PRODUCT DATA AND SPECIFICATIONS

STYLE:
COMPOSITION:
THICKNESS:

DENSITY:
DIMENSIONS:
FIRE RATING:

ACOUSTIC NRC:

APPLICATION:

HARDWARE &
INSTALLATION:

WARRANTY:

PRODUCT
DIAGRAMS:

The J2 PET Felt Rectangle Horizontal Cloud
brings depth, shape and color to open-ceiling
airspace. Our ceiling systems are made from J2
PET Acoustic Felt.

v Eco-friendly v Hard-Wearing
v Durable v 34 Color Options

Horizontal Cloud
100% PET (>75% recycled PET material)

12mm with 1in perimeter, other custom thicknesses available

1900g/sgm-2400g/sgm (approx 14pct)
Standard size 2.5ff x 4ft, perimeter height Tin, custom sizes available

ASTM E84 - Class B

All acoustic panel systems offer diverse sound absorption characteristics. Similar
cloud systems have an NRC of between 0.65-0.85, however not all sysfems have
een fested for NRC ratfings.

Suspended celling system

Horizontal clouds are suspended using aircraft cable affached fo an L-metal
back-mounted frame. Each cloud system includes 5ft lengths of 1/16" cable
and cable adjusters. Due fo varying celling layouts and substrates, contfractor
is required 1o supply celling mounting hardware. Specific hardware is available
upoN request,

A-year warranty against workmanship and manufacturing defects
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