
PRODUCT DATA AND SPECIFICATIONS

J2 PET Felt Slat Linear Acoustic System

COMPOSITION: 100% PET Acoustic Felt (>75% recycled PET material), aluminum rails

THICKNESS: 12mm

DIMENSIONS: 4ft x 8ft, 8ft x 8ft (nominal sizes), Custom sizes available

FIRE RATING: ASTM E84-16 Class B (Class A panels available on request)

ACOUSTIC NRC: 0.65-0.90 (Estimated. System has not yet been tested)

APPLICATION: Ceiling or wall system

WARRANTY: 4-year warranty against manufacturing defects

INSTALLATION:

Slat Linear Acoustic System includes mounting rails, cable adjusters, and aircraft 
cable for suspension. Mounting points are typically spaced 48in on center, no 
further than 24in from edge of system. Each cloud system includes four 5ft lengths 
of 1/16in cable and cable adjusters. Due to varying ceiling layouts and substrates, 
contractor is required to supply ceiling mounting hardware. Specific hardware for 
other mounting methods is available upon request.

PRODUCT 
DIAGRAMS:

J2 Slat Linear Acoustic System is an acoustic ceiling 
and wall system that requires no compromise 
between design and performance. The Slat Linear 
Ceiling System provides a unique, eye-catching 
texture wherever it is applied. Add visual interest by 
varying colors, or even creating gradients. 
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aEco-friendly
aDurable
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