
PRODUCT DATA AND SPECIFICATIONS

J2 PET Room Divider 

Add privacy and space definition to open areas 
with J2 PET Room Dividers. These dividers not only 
look great, but will enhance acoustics and help 
prevent conversation noise from spreading to 
unwanted areas.

STYLE: Suspended room divider, standard patterns or custom design available

COMPOSITION: 100% PET (>75% recycled PET material)

THICKNESS: 12mm, other custom thicknesses available

DENSITY: 1900g/sqm-2400g/sqm (approx 12pcf)

DIMENSIONS: 47.5in x 95.5in, or custom within those dimensions

FIRE RATING: ASTM E84 – Class B (Class A panels available on request)

ACOUSTIC NRC: .40 to .90 - varies by pattern

APPLICATION: Ceiling or wall mount

HARDWARE & 
INSTALLATION:

Room dividers are suspended using aircraft cable connected to cable adjusters. 
Each room divider includes two (2) 5ft lengths of 1/16” cable and cable adjusters, 
and one (1) continuous bracket. Due to varying ceiling layouts and substrates, 
contractor is required to supply ceiling mounting hardware. Specific hardware is 
available upon request.

WARRANTY: 4-year warranty against workmanship and manufacturing defects

PRODUCT
DIAGRAM:
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aStandard Patterns Available
aCustom Pattern Options
a34 Color Options


